RA12-65  (12vesah TANZALITE

A TL12-85isa general purpose battery with 10 years design life
time in float charging use. Aswith all Ritar batteries, all TL
models are rechargeable, highly efficient, leak proof and
maintenance frea.

Specification
Cells Per Unit G ot
Voltage Per Unit 12 "
g _ =
Capacity 65ARE 10hr-rate to 1.75V percell @25°C @ 4
Weight Approx. 21 Kg
MH 1513
Max. Discharge Current 325 A (5 sec) s
Internal Resistance Approx. Bm r o \F’
Operating Temperature Range Discharge: -20°C~-60°C & j o
Charge: 0"C~50°C % of
Storage: -20°C~60°C M e
BN 30 - | (1-E-1 ¢

Mormal Operating Temperature Range 25°C +5°C

Float charging Veoltage 13610 13.8VDClunit Average at 25°C ﬂs Eh."lc

Recommended Maximum Charging 18.5A

Current Limit . tested
LR

Equalization and Cycle Service 14 4to 15.0 VDClunit Average at 25°C
Self Discharge TANZALITE batteries canbe stored for more than @

manths at 25°C. Please charge batteries befare using.

Far highertemperature, the time interval will be shorter.
Terminal Faston F3/F11 oo M
Container Material A.B.5. (UL94-HB) Flammability resistance of UL94-\1 o S ]

can be available upon request. SRRl ST el Sieatic

Dimensions
Unit: mm

Constant Current Discharge Characteristics Unit: A(25°C)

F¥iTime SMIN 10MIN 15MIN 30MIN 1HR 2HR 3HR 4HR SHR 8HR 10HR 20HR
1.60V 243 174 127 75 42.3 25.9 17.0 14.0 11.1 8.0 6.8 36
1.67V 237 166 124 74 421 25.7 16.9 14.0 11.0 79 6.7 3.5
1.70V 223 160 122 73 41.7 25.5 16.8 13.8 10.9 79 6.6 34
1.75V 200 148 1186 T 41.3 25.4 16.7 138 10.8 7.8 6.6 3.4
1.80V 181 135 107 68 40.3 24.9 16.3 13.5 10.6 7.7 6.5 3.3
1.85V 157 120 96 64 38.3 23.8 15.5 12.8 10.1 7.3 6.3 31

Constant Power Discharge Characteristics Unit: W(25°C)

FVITime SMIN 10MIN 15MIN 30MIN 1HR 2ZHR 3HR 4HR 5HR 8HR  10HR 20HR
1.60V 436 319 235 141 80.5 49.7 326 27.0 21.3 15.5 12.7 6.7
1.67V 427 304 230 139 80.1 49.5 32.6 27.0 21.2 15.4 12.5 6.6
1.70V 403 294 227 137 79.6 49.1 324 26.8 211 15.3 12.5 6.6
1.75V 363 272 216 134 78.8 48.6 322 26.7 20.9 15.1 124 6.5
1.80V 326 247 199 128 76.8 47.9 314 25.9 20.6 14.8 12.2 6.4
1.85V 282 219 177 120 T2.8 45.7 29.8 24.7 19.6 14.3 1.8 6.2

All mentionad values are average values,
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