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PSUS4

Share your USB printer and expand 
your network with one compact box!

Share a printer with 
everyone on your 
network -- works with 
most USB printers

Remotely adminis-
tered through your 
web browser or the 
included utility

Connect your printer 
directly to the network, 
with no need to dedicate 
a PC to print server chores

Also expands your net-
work with a built-in 4-
port 10/100 Ethernet 
switch

The Linksys PrintServer for USB with 4-Port Switch is a double upgrade for your network.  First, it lets you connect a USB 
printer directly to your network, eliminating the need to dedicate a PC to print serving chores.  Using a PrintServer 
frees up your "print share PC" so you don't have to leave it on all the time.  It also removes the printing bottleneck, 
and sets your PC free to do more useful work.

In addition, the PrintServer includes a 4-port 10/100 switch, so you can easily add more devices to your network.  
All four ports are auto speed negotiating, and have automatic MDI/MDI-X crossover detection, so you don't have 
to worry about the cable type.  Each port independently negotiates the best speed and half- or full-duplex 
mode, for up to 200Mbps of bandwidth per port.  Fast store-and-forward switching prevents damaged packets 
from being passed on into the network.

A user-friendly Setup Wizard makes installation easy, the compact case fits anywhere, and the one megabyte 
print buffer size handles even large graphics-intensive print jobs.  Let the Linksys PrintServer for USB with 4-Port Switch 
bring efficiency to your printing tasks and expand your network, in one cost-effective device.

PrintServer for USB
with 4 Port Switch
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Features

• PrintServer supports USB print-
ers

• Easy Installation and configu-
ration using Setup Wizard

• 4 10/100 Auto-Sensing Fast 
Ethernet Ports

• Auto MDI/MDI-X support on 
each 10/100 FastEthernet Port

Web: http://www.linksys.com/international

Linksys products are available in more than 50 
countries, supported by 12 Linksys Regional Offices 
throughout the world. For a complete list of local 
Linksys Sales and Technical Support contacts, visit 
our Worldwide Web Site at www.linksys.com/inter-
national.

PSUS4

Specifications

Model Number PSUS4

Standards IEEE 802.3, 802.3u, USB 1.0/1.1

Ports 4 10/100 RJ-45 Ports Auto MDI/MDI-X, 1 USB Port

Cabling Type Category 5 or better, and USB1.1 cable with
Type-B female and Type-A male connectors

LEDs Status, USB, 1-4

Environmental

Dimensions 3.66" x 1.18" x 3.54"
(93 mm x 30 mm x 90 mm)

Unit Weight 7.8 oz. (0.22 kg)

Power 12V, 1A

Certifications FCC, CE Class B

Operating Temp. 32ºF to 1041ºF (0ºC to 40ºC) 

Storage Temp. -4ºF to 158ºF (-20ºC to 70ºC) 

Operating Humidity 5% to 95% Non-Condensing

Storage Humidity 10% to 95% Non-Condensing

PSUS4-DS-31020NC-KL

Package Contents

• One PSUS4 PrintServer for USB Printers + 4-Port Switch
• One Power Supply
• One Registration Card
• One Setup CD with User Guide
• One Cat5 cable
• One USB cable

Minimum Requirements

• Printer with USB Type-B port
• PCL enabled printer (GDI not 

supported)

Specifications are subject to change without notice. Linksys is a registered trademark or trademark of Cisco Systems, Inc. and/or its affiliates in the U.S. and certain other countries. Copyright © 2003 
Cisco Systems, Inc. All rights reserved. Other brands and product names are trademarks or registered trademarks of their respective holders.
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