TL12-150 (12v1s0an) TANZALITE

TL12-1501s a general purpose battery with 10 years design

life time in float charging use. Aswith all TANZALITE batteries,
all TL models arerechargeable, highly efficient, leak proof and
maintenance free

Specification

Cells Per Unit G o

Voltage Per Unit 12 N —_I;‘—____-_%..-.

Capacity 150Ah@10hr-rate to 1.75V per cell @25°C E

Weight Approx. 45 Kg . A

Max. Discharge Current T504 (5 sec) Mhiwad

Internal Resistance Approx. 4 m ;"wl: ﬁ,, .'T-

Operating Temperature Range Discharge: -20°C~-60°C c E & ] ; o
Charge: 0"C~50°C i
Storage: -20°C~80°C .

Mormal Operating Temperature Range 25C*+5°C

Float charging Voltage 12,6 to 13.8 VDC/unit Average at 25°C ﬂ s EMC

Recommended Maximum Charging 454

Current Limit . tested
AR
Equalization and Cycle Service 14 4to 15.0 VDClunit Average at 25°C
Self Discharge TAMZALITE batteries canbe stored for more than &
months at 25°C. Please charge batteries before using
Forhighertemperature, the time interval will be shorier
Terminal Faston F5/F12 oo M
Container Material A.B.5. (UL94-HB) Flammability resistance of UL94-\1 o S ]
can be available upon request, T&E02001: 2000 Cerlilionle
Dimensions
Unit: mm Terniral P11

Ter miral F5

Constant Current Discharge Characteristics Unit: A(25°C)

F¥iTime SMIN 10MIN 15MIN 30MIN 1HR 2HR 3HR 4HR SHR 8HR 10HR 20HR
1.60V 561 402 293 173 a7.5 599 38.2 324 25.5 18.5 15.6 83
1.67V 546 383 287 170 97.1 594 38.0 323 25.4 18.3 15.5 8.1
1.70V 515 369 282 168 96.2 59.0 38.7 324 25.2 18.2 15.3 8.0
1.75V 462 341 269 164 95.3 58.5 38.6 3.8 24.9 18.0 15.2 T8
1.80V 417 3 248 157 93.0 575 37.5 3 24.5 17.7 15.0 7.7
1.85V 363 278 222 147 88.4 549 35.9 29.6 23.4 17.0 14.6 72

Constant Power Discharge Characteristics Unit: W(25°C)

FVITime SMIN 10MIN 15MIN 30MIN 1HR ZHR 3HR 4HR 5HR 8HR  10HR 20HR
1.60V 1006 T35 542 324 1859 1148 75.3 62.4 49.2 35.7 29.3 15.5
1.67V 985 702 530 320 185.0 1143 75.2 62.3 48.9 35.6 29.0 15.3
1.70V 930 679 523 7 1836 1133 4.7 62.0 48.8 35.3 28.8 15.2
1.75V 837 627 499 309 1818 1122 T4.3 61.5 48.3 35.0 28.5 15.0
1.80V 753 570 458 295 1773 1106 72.5 59.9 47.6 34.2 28.2 14.9
1.85V 650 506 409 7T 168.0 1055 68.9 57.0 45.2 33.0 27.3 14.3

All mentionad values are average values,
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